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Multi Crystalline Solar Panels 250-260W / .

60 Cells / 3 Bus Bar | ___:.-'

High Efficiency, e
High Performance, T
Customer Satisfaction

Shinsung Solar Energy satisfies various needs of the
customers based on the production of the world’'s | |
best high efficiency solar modules and by pursuing *—— ! ;
a product specialization strategy. The company has : ' '
the most diverse product lines in the industry, and
plans to focus on the development of diverse and

highly specialized products.

Guarantee products -40-+85°C inany Passed the Product liability
for 10 years environment to mechanical load insurance
ensure st of
550kgf/m*(5400Pa)

high power output
according te [EC
61215

High guality,
high power
Cell efficiency above

shinsung

SOLAR ENERGY




Multi Crystalline Solar Panels 250-260W /
60 Cells / 3 Bus Bar

Cogy Right May 2015 Shinsung Selar Enesgy
Caution: All nght resenvisd. Infarmation may be changed without prar natice
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[ Front | | Side ] [ Rear]
(bem | SSBP2S0 | SSBP25 | §5-BP260 [I-VCurve
Peak Power(Wp) 240 255 260 o i
Open Circuit Voltage(V) 377 378 379 wer ~ w S
Short Circuit Current{A} B73 889 5.05 BO L \ - mﬂ":
Voltage at Pmax(V) 30.2 303 30.4 B0 - \'-
Current at Pmax(A) 828 842 3.56 a0
Efficiency(%) 15.32 15.63 15.94 20 | i AW
Dimension(mm) 997 % 1,644 x 35 N .\
Weight(Kg) 18 0 &0 100 150 200 50 300 350 400 ey
B A data s tested under STC|Standaid Test Cendinons)  Above data inay be changed without pror natos
= Peak powar talarancs 0-+3.0% * Plaase inquarg of us ghout carrect data by each Canrcats Holdes sm m'.s & Warranties
Fire Safety Classification  (lass'C"
Mechanical Characteristics Loading Quantity (unit: pes) Temperature Coefficient (cell) Salt-mist Corrosion Test _ Tested
e
Solar Cells 60 Cells 60 Cells 72Cells  NOCT 16.8(7C) Visible Light Reflected i.z 2?—5; |r1|l'.fE:h an,
(156x156mm) 2 A ISC 0.0430%0/K) 2358 CONTAGt LS
Fromt Glass LOW Ion Tempereg 25100 %0 50 g4 VvoC 0.3330%/K) ik L e
Glass 5-ton 210 150 4 4 Pmax 0.A2(5:/K) 'Ig e
Junction Box P 67, 3 Bypass Diode Sfont 240 175 pwsra{if;ﬂ;ew a1,
11-ton 300 ZEN Tested Operation Conditions N :
OutputCable 1" 4[.3(?"'3- - N 25 Years limited
ompatiie: Ve ey 276 39  Max Load 550kal/m’ {5400Pa) " T = e FOWET Warranty : 80%
AL Alloy Type J56Dryl B24(Dry)  ImpactResistance  75mm, 23m/s e UL 1703, CEC, IEC 61215
Frame . ¥ i L LEL,
{Anodized) A% {aAH/0) 6720H/0)  Operating Temperature 40 —+85°C Certifications Safety Tested IEC 61730
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SOLAR ENERGY

» Korean. +82-31-788-9394
« English. +82-31-788-9426
« Japanese. +81-3-3539-6080

« www.shinsung.co.kr
+ solar@shinsung.co.kr
« Fax. +82-31-788-9584
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Multi Crystalline Solar Panels 300-310W /
72 Cells / 3 Bus Bar

High Efficiency,
High Performance,
Customer Satisfaction

Shinsung Solar Energy satisfies various needs of the
customers based on the production of the world’'s
best high efficiency solar modules and by pursuing
a product specialization strategy. The company has
the most diverse product lines in the industry, and
plans to focus on the development of diverse and
highly specialized products.

Guarantee products -40-+85°C inany
for 10 years environment to
Guarantee efficiency ensure
for 25 years high power output
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Passed the
mechanical load
test of
550kgf/m*(b400Pa)
according to |[EC
61215

Product liability
insurance
Financial injury
insurance



Multi Crystalline Solar Panels 300-310W /
72 Cells / 3 Bus Bar

Cogy Right May 2015 Shinsung Selar Enesgy
Caution: All nght resenvisd. Infarmation may be changed without prar natice
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| Front ] | Side ] [ Rear]
tem | SSDP30_ | §5-DP305 $S-DP310 [I-VCurve
Drmtd W00 in
Peak Power(Wp) 300 305 310 S i e
Open Circuit Voltage(V) 451 457 453 — ™ B
Short Circuit Current{A) 875 B.87 8.9 o h e
Voltage at Pmax(V) 36.3 36.4 365 B0 b
Current at Pmax(A) 8.27 8.39 5.5 40
Efficiency{%) 15.71 15.97 | 16.23 Wp— 0
Dimension{mm) 982 x 1,944 x 40 ) TR E N\ T
Weight(Kg) 77 0 50 100 150 700 250 300 350 400 450 500 Velage¥
B A data s tested under STC|Standaid Test Cendinons)  Above data inay be changed without pror natos
= Peak powar talarancs 0-+3.0% * Plaase inquarg of us ghout carrect data by each Canrcats Holdes sm m'.s & Warranties
Fire Safety Classification  (lass'C"
Mechanical Characteristics Loading Quantity (unit: pes) Temperature Coefficient (cell} Salt-mist Corrosion Test  Tested
e
Solar Cells 72 Cells 60 Cells 72Cells  NOCT 47 91T} Visible Light Reflected i.z 2?—5; |r1|l'.fE:h an,
(156x156mm] 0z AISC 0.049(%/K) PR
. . W e
FromtGlass L0 lion Tempered  25-ton 50 50 g avoc 0.333(%/K) e L e
Glass 5-ton 210 150 4 4 Pmax 0.420%/K) 1% e
Junction Box P 67, 3 Bypass Diode Sfont 240 175 pWSE{fj‘;ﬂﬁv L
11-ton 300 (ZEBN Tested Operation Conditions = :
OutputCable 1" ﬁgﬁf- - - ; N ; 25 Years limited
(Compatible] Type 20ft 776 230 IMmt Luand : g:[}kgff;; -:5}{4(][]Pa:' 0 T = w POWEr Warranty 1 80%
AL Alloy Type 756(Dry)  624{Dry)  ImpactResistance 75mm, Z9m/s e UL 1703, CEC, IEC 61215
Frame . ¥ i kL,
{Anodized) AT GiH/Q) 672(H/Q)  Operating Temperatwre 40 —+35C Certifications Safety Tested IEC 61730
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SOLAR ENERGY

« www.shinsung.co.kr  « Korean. +82-31-788-9394 - P
+ solar@shinsung.co.kr « English. +82-31-788-9426 CG :.@ )
d : NRE @ e’

+ Fax. +82-31-788-9584 « Japanese. +81-3-3539-6080




